
Installation Instructions
Montageanleitung
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Thorn Lighting Limited, 
Durhamgate, Spennymoor, 
Co Durham, DL16 6HL, UK
Zumtobel Lighting GmbH, 
Schweizerstrasse 30, 
6850 Dornbirn, Austria
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Wiring Mode
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URL: www.thornlighting.com

DALI

1. Installation and commissioning may only be carried out by authorised specialists and 
wired in accordance with the latest IEE electrical regulations or the national standards.
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Please note: If the product receives heavy shocks in transit there is a very 
small possibility that a lens may become detached. 
Do not worry, the lens can simply be clicked back into place with minimal 
pressure.
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Terminal pass 
current is 16A

User side wiring
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17-20mm
User side wiring

Range:0.75-2.5mm²

Terminal pass current is 16A

8-9mm

SAP Code Product Description Input PF Wattage Operating
temperature

Dimension
LxWxH(mm) Ta °C

96222743 BETA CELL 3400 Q600 840 HF AC 220-240V 50/60Hz 0.9 27W  -20~+40℃ 596x596x32 40°C

96222744 BETA CELL 4100 Q600 840 HF AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 596x596x32 40°C

96222745 BETA CELL 3400 Q600 940 HF AC 220-240V 50/60Hz 0.9 27W  -20~+40℃ 596x596x32 40°C

96222746 BETA CELL 4100 Q600 940 HF AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 596x596x32 40°C

96222747 BETA CELL 3400 Q600 840 HFIX AC 220-240V 50/60Hz 0.9 27W  -20~+40℃ 596x596x32 40°C

96222748 BETA CELL 4100 Q600 840 HFIX AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 596x596x32 40°C

96222749 BETA CELL 3400 Q600 940 HFIX AC 220-240V 50/60Hz 0.9 27W  -20~+40℃ 596x596x32 40°C

96222750 BETA CELL 4100 Q600 940 HFIX AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 596x596x32 40°C

96222751 BETA CELL 4100 Q600 830 HF AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 596x596x32 40°C

96222752 BETA CELL 4100 Q600 830 HFIX AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 596x596x32 40°C

96222753 BETA CELL 4100 Q600 930 HF AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 596x596x32 40°C

96222754 BETA CELL 4100 Q600 930 HFIX AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 596x596x32 40°C

96222755 BETA CELL 4100 Q625 840 HF AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 622x622x32 40°C

96222756 BETA CELL 4100 Q625 940 HF AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 622x622x32 40°C

96222757 BETA CELL 4100 Q625 840 HFIX AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 622x622x32 40°C

96222758 BETA CELL 4100 Q625 940 HFIX AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 622x622x32 40°C

96222759 BETA CELL 4100 Q625 930 HF AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 622x622x32 40°C

96222760 BETA CELL 4100 Q625 930 HFIX AC 220-240V 50/60Hz 0.9 34W  -20~+40℃ 622x622x32 40°C

size:297x210mm
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Suspension Kit User Manual

 For DALI (HFIX) version, the following steps 5,6,7,8,9 are applicable as per the On/Off (HF) version. 

2 DALI

OFF

Luminaires not 
suitable for covering 
with thermally 
insulating material

Electrical products must not be thrown out with domestic waste. They must be taken to a communal collecting point for 
environmentally friendly disposal in accordance with local regulations. Contact your local authorities or stockist for advice on 
recycling. The packaging material is recyclable. Dispose of the packaging in an environmentally friendly manner and make it 
available for the recyclable material collection-service.

IK04 IP40
IP20

a qualified electrician.

17-20mm
User side wiring

Range:0.75-2.5mm²
8-9mm
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Terminal pass current is 16A
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size:297x210mm


