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Recessed or surface mounted with  Delta louvres and PEGT sheet in  various sizes for
demanding and safe environments. IK 10. Dust and moisture proof with  IP 65
beneath suspended ceilings, and IP 50 above suspended ceilings.

Installation Recessed  o r su rface mou n ted . Th e recessed  model is su itab le fo r f ixed
su spen ded  ceilin gs o r su spen ded  ceilin gs w ith  visib le T-bars.  Su spen sion  f ittin gs in
th e co rn ers,  tamper-p roo f to rx.

Connection Con n ection  in  separate d river box. Th e d river box can  be position ed  n ext
to  th e lu min aire.  Sn ap-in  termin al b lock  3x1.5 mm² (w h en  d immin g  5x1.5 mm²).
Version  w ith  Tu n ab le W h ite o r Tu n ab le W h ite/Amber n igh t ligh t is con n ected  in
termin al b lock  at th e top  o f th e lu min aire.  Th e su rface mou n ted  model h as cab le
en tries f itted  w ith  b lan k in g  g rommets on  th e back  an d  in  each  en d-cap  an d  sn ap-in
termin al b lock .

Design Lu min aire body in  extru ded  a lu min iu m an d  en amelled  sh eet steel.  Su rface
mou n ted  model in  w h ite en amelled  sh eet steel (RAL 9016).

Louvre Delta –  microp rismatic acrylic lou vre (PMMA) w ith  impact resistan t PETG p lastic
p ro tective g lass.

Dimming Tu n ab le W h ite / Amber n igh t ligh t requ ires 2 DALI addresses.

M iscellaneous Recessed  model IP 65 u n der su spen ded  ceilin g , IP 50 above. Su rface
mou n ted  model IP 65.
Version s w ith  Amber:  
Art.n o . 23608 –  30 W , 1998 lm, 67 lm/w , 600x600.
Art.n o . 23610 –  14 W , 1063 lm, 76 lm/w , 300x600.
Luminaires w ith  Tunable White and Amber Nightlight are listed with  values for 4000
K.Please refer to M iscellaneous for Amber Nightlight system wattage, luminous flux
and efficiency.

Multilume Hydro Robust LED
Direct,  Recessed

DESIGN

Installation Recessed  M odule 600x600

Light distribution Direct  Louvre Delta

LIGHT DATA & PERFORM AN CE

Lumen output 4352  lm/W 130

CCT, K 4000  CRI 80

SDCM  3  Lumen maintenance 50 000 h L90

Lumen maintenance 75 000 h L85  Lumen maintenance 100 000 h L81
Lumen maintenance L90 B50, h
50 000  LED driver, h/max failure %

100000/10
Energy class, LED module C

CON TROLS & CON N ECTIVITY

Driver brand Tridon ic

ELECTRICITY & EN CLOSURE

Rated supply voltage, V 220-240  M ains frequency, Hz 0, 50, 60

Protective class 1  IP rating 65
IP rating (above suspended ceilings)
50  IK rating 10

System Wattage 33  M in. ambient temperature, °C -25

M ax. ambient temperature, °C 25  M CB B10A , pcs 11

M CB B16A 17  M CB C10A 18

M CB C16A 28  THD, %  10

Surge protection CM , kV/kA 2  Surge protection DM , kV/kA 1
Power factor, 100 %  0.97

DIM EN SION S

Length, mm 596  Width, mm 596

Height, mm 74  Weight, kg 7.8
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